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32906-H 

Tapered roller bearing

Tapered roller bearings 329, main dimensions
to DIN ISO 355 / DIN 720, separable,
adjusted or in pairs

Materiálové číslo Schaeffler:
0957416400000

Technické informace

Vaše aktuální varianta produktu

Tolerance class P6X Class 6X (ISO 492:2014)

Heat treatment Standard

Cage Standard
Sheet steel cage, window cage, roller-
guided

Internal design Standard

Quality level H

Number of rolling element
rows

1
Single-row design

Main Dimensions & Performance Data

d 30  mm Bore diameter

D 47  mm Outside diameter

B 12  mm Width, inner ring

C 9  mm Width, outer ring

T 12  mm Width, total

C r 17.800  N Basic dynamic load rating, radial

C 0r 24.900  N Basic static load rating, radial

C ur 2.750  N Fatigue load limit, radial

n G 12.800  1/min Limiting speed

n ϑr 8.200  1/min Thermal speed rating

≈m 74,5  g Hmotnost

Datový list obsahuje pouze přehled rozměrů a únosnost vybraného produktu. Vždy si přečtěte všechny další informace a pokyny k tomuto produktu. Další
informace získáte, pokud použijete kontaktní formulář na našem webu

https://medias.schaeffler.cz/cs/p/1858212?utm_source=datasheet&utm_medium=image
https://medias.schaeffler.cz/cs/p/1858212?utm_source=datasheet&utm_medium=designation
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Mounting dimensions

d a max 34  mm Maximum diameter of shaft shoulder

d b min 34  mm Minimum diameter of shaft shoulder

D a min 43  mm Minimum diameter of housing shoulder

D a max 43  mm Maximum diameter of housing shoulder

D b min 44  mm Minimum diameter of housing shoulder

C a min 2  mm Minimum axial space

C b min 3  mm Minimum axial space

r a max 0,3  mm Maximum fillet radius of shaft

r b max 0,3  mm Maximum fillet radius of housing

Dimensions

r 1, 2 min 0,3  mm Minimum chamfer dimension of inner ring back face

r 3, 4 min 0,3  mm Minimum chamfer dimension of outer ring back face

a 9  mm Distance between the apexes of the pressure cones

d 1 max 40,5  mm Maximum guidance rib diameter of inner ring

Temperature range

T min -30  °C Operating temperature min.

T max 120  °C Operating temperature max.

Calculation factors

e 0,32
Limiting value of Fa/Fr for the applicability of diff. Values of
factors X and Y

Y 1,88 Dynamic axial load factor

Y 0 1,04 Static axial load factor

Additional information

T2BD030 Comparative designation to ISO 10317 and ISO 355

Datový list obsahuje pouze přehled rozměrů a únosnost vybraného produktu. Vždy si přečtěte všechny další informace a pokyny k tomuto produktu. Další
informace získáte, pokud použijete kontaktní formulář na našem webu
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Vlastnosti

Radiální zatížení

Axiální zatížení v jednom směru

Mazání (plastickým) mazivem

Mazání olejem

Neutěsněné

Datový list obsahuje pouze přehled rozměrů a únosnost vybraného produktu. Vždy si přečtěte všechny další informace a pokyny k tomuto produktu. Další
informace získáte, pokud použijete kontaktní formulář na našem webu


